
MDLP 1L           
VIDEO  PROJECTOR                    The Compendium 
 

 
 

TOP PANEL:  Glass with LED/fiber-optic illuminated green/gold nomenclature.  LENS SHIFT  
control.    Touch buttons for menu navigation: UP, LEFT, ENTER, RIGHT and DOWN.      
WARNING/LAMP indicator.     Touch button: PATTERN.      IR remote sensor.     Touch 
button: MENU.    Video source touch buttons: HDMI1, HDMI2, COMP1, COMP2.      
standby indicator, STANDBY/ON, power on indicator.        Touch button: STANDBY/ON.  

 

 
REAR PANEL:   LOGO/LIGHT switch: OFF or AUTO.  COMPONENT VIDEO inputs: PR1, PB1, Y1, and  

PR2, PB 2, y2.  RS232 connector.  DATA INput and IR INput.  POWER CONTROL INput and  
OUTputs.   TRIGGER 1 and TRIGGER 2 outputs.      HDMI 1 and 2 input.    Power cord 
receptacle.    
 

OPTICAL SPECIFICATIONS:  Digital micromirror device.  0.95 inch (16:9).  1920 X 1080  
pixels.  Lamp: Super high-pressure 200W DC.   f: 30.7 – 44.5mm.  Projected image 
size: 80 – 300 inches – long throw (1.77:1 aspect ratio) or 60 – 300 inches (1.33:1 
aspect ratio).  Light output: 600/700 ANSI Lumen typical (F6.0/F3.0).  Custom 
designed 13-element Konica-Minolta zoom lens. 

 
Has hand remote HR057. 
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MDLP 1L - Sold from 2006 - 2010.   S/N: ????~?????   (????? UNITS) 
 

Size: 6-3/4"H, 20-1/4"W and 19-1/16” D.  Weight 40 lb.                 $31,000.00 
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