
VP 1000           
VIDEO  PROCESSOR                    The Compendium 
 

 
 

FRONT PANEL:  Glass with LED/fiber-optic illuminated green/gold nomenclature.  INPUT B  
 selector.  Digital display.  INPUT A selector.       IR remote sensor.  Touch buttons: 
 NIGHT (with indicator), ZOOM ASPECT (with indicator), PIP, INFO, SELECT.  Push button: SET 

 UP. Touch buttons: OUTPUT, RGB/COMP, RESOLUTION, ZONE B (with indicator), STANDBY/ON 

 (with indicator).  
 

 
 

REAR PANEL:   OUTPUTS: H and V;  MONitor A - Y/PB/PR, MONitor B - Y/PB/PR.   COMPONENT INPUTS:   
 6 - Y/PB/PR, 5 - Y/PB/PR, 4 - Y/PB/PR, 3 - Y/PB/PR, 2 - Y/PB/PR, 1 - Y/PB/PR.   MATRIX OUT: ZA and ZB.  
 COMPOSITE and S-VIDEO OUTPUTS: MONitor A and MONitor B.  COMPOSITE and S-VIDEO INPUTS:  

6 - Y/PB/PR, 5 - Y/PB/PR, 4 - Y/PB/PR, 3 - Y/PB/PR, 2 - Y/PB/PR, 1 - Y/PB/PR.        Power cord 
 receptacle.   DATA INput: A and B. IR INput A and B.  POWER CONTROL INput and OUTputs:  

A and B.   RS232 connector.  Optical DIGITAL AUDIO OUTput.  SERVICE connector.  HDMI 

 OUTPUTS: AUXILIARY, MONitor A, MONitor B.    HDMI  INPUTS: 4, 3, 2, 1. 
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VP 1000           
VIDEO PROCESSOR                    The Compendium 
 
 
SPECIFICATIONS:   
 Analog Video Specifications – Signal System:  NTSC.  Component Video 
 Input/Output Level:  Y – 1.0Vp-p (75 OHM), PB – 0.648Vp-p (75 OHM),  
 PR – 0.7Vp-p (75 OHM).  Component Video Input/Output Resolution:  720x480i 
 thru 1920x1080i.   Component Video Input Processing Mode: Y, PB,  PR.  
 Component Video Output Processing Mode: Y, PB,  PR or RGBHV.  S-Video 
 Input/Output Level:  Y – 1Vp-p (75 OHM), C – 0.286Vp-p (75 OHM).  S-Video 
 Input/Output Resolution:  720x480i.  Composite Video Input/Output Level:  
 1.0Vp-p.  Composite Video Input/Output Resolution:  720x480i.   
 
 Digital Video Specifications – Signal System and Version:  HDMI 1.1.   HDMI  
 Input/Output Color Processing Mode: Y, CB, CR or RGB. HDMI Input  
 Resolution: 720x480i thru 1920x1080i.  HDMI Output Resolution: 720x480i thru 
 1920x1080i. 
 
 Digital Audio Specifications – Digital Output:  Optical: -15dbm to -21dbm. 

  
Power requirements:  120V at 50 Watts.  Has hand remote HR057. 

 
 

  
 

 
  

 
 
 
 
 
 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
VP 1000 - Sold from 2008 - 2010.   S/N: WP1001~WP????   (????? UNITS) 
 

Size: 6"H, 17"W and 21” D.  Weight:  21.1 lb.          $9,000.00  
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